**Standard Series**
**SV80–900026**

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Suction</td>
<td>N/A</td>
</tr>
<tr>
<td>Discharge</td>
<td>200 mm (8&quot;)</td>
</tr>
<tr>
<td>Maximum RPM</td>
<td>850</td>
</tr>
<tr>
<td>Sealing system</td>
<td>N/A</td>
</tr>
<tr>
<td>Impeller material</td>
<td>High chrome</td>
</tr>
<tr>
<td>Liner material</td>
<td>High chrome</td>
</tr>
<tr>
<td>Throat bush</td>
<td>N/A</td>
</tr>
<tr>
<td>Maximum motor power</td>
<td>110 kW</td>
</tr>
<tr>
<td>Weight–Bare shaft pump</td>
<td>1737 kg</td>
</tr>
</tbody>
</table>

*NOTE* This information is for guidance/reference only. For application specific drawings and curves, please contact your nearest authorised distributor at slurrypro.com.
Standard Series
SV80–900026

NOTE: L size: 300, 600, 900, 1200, 1800
R dimension range: 50-300 mm

*All dimensions (mm) **Dimensions subject to change without notice